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Technical conditions and specifications book

Zaman cizelgesi: \ Time schedule:

Teknik kosullar ve 6zellikler kitabi \

1.

The contractor shall set a timetable for the implementation
of the works so that it is within the total time period
specified in the tender announcement and shall submit the
timetable with the tender papers to obtain the prior
approval of the organization. Upon the request of the
organization, the contractor shall provide it and inform it in
writing of the special details regarding the implementation
of works, equipment, construction machinery, and
temporary works that the contractor intends to supply, use,
or construct. Providing these details does not relieve the
contractor from his duties or responsibility under the
contract, and the contractor must set the necessary program
and coordinate the times of all works, including the work of
the subcontractors, and ensure the completion of the
contract in all its aspects on the specified dates. The
organization has the right to request an amendment in this
program that is required by its interest within the limits of
the provisions of the contract, and the contractor must
abide by the prepared program, and the contractor is
obliged to submit weekly reports during the work, showing
the progress of the work and its stages according to the
work program referred to.

Execution of the works and the Contractor's Responsibility:
The contractor must carry out the required works accurately
and proficiently, so he must take the necessary measures to
ensure that the works are at the required level and conform
to the technical conditions, without abuse or sabotage of
the undamaged works in which work is not originally
required within the works of this contractor, and the
responsibility for the occurrence of any negative
phenomena lies the contractor shall undertake the
necessary repair at his own expense. The contractor must
hand over the works that are dismantled, and the pledge
does not require re-installation and delivery to the
organization at the project site in a proper condition, and its
ownership belongs to the organization alone.

Responsibility for the works: The contractor bears full
responsibility for taking care of the permanent and
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temporary works from the start of implementation until the
completion of the works. He also has to carry out, at his own
expense, any repairs that may result from any damage, loss
or injury to the temporary works, for any reason, and on the
contractor and within the limits requested by the
organization, and to carry out the required repairs at his
own expense, and the contractor is also responsible for any
damage that may be caused to the facilities while carrying
out the related obligations during the warranty and
maintenance period, such as protecting materials,
equipment, machines, etc., and the contractor must bear
any loss that may occur as a result of theft, fire, damage, for
any materials owned or equipped by the business owner and
any construction materials and machines owned by the
contractor or the concerned contractors or any other parties
working in the works, and the contractor shall take into
account any increases in the monitoring tools which he may
deem necessary for what is required to comply with the
condition of guarding, lighting and taking care of the works.
Work accidents and injuries: The contractor is responsible
for all damages and compensation due to any person
working for him, even if it is not in the interest or for the
benefit of the works specified in the contract or for any
subcontractor, and he must (except the excluded risks)
compensate the organization for such damage or all
compensation if it demands it.

Inspection of the work: the works must be examined before
covering them, meaning any work that requires coverage it
must not done without the approval of the organization or
its representative, and the contractor must provide the full
opportunity for the representative of the organization to
examine and measure the work to be covered before
permanent work is established over it, and the contractor
must send a proper notice to the representative of the
organization when this work is ready or about to be
prepared for examination, and the representative of the
organization must come to examine and measure the works
without undue delay.

Cleaning the site upon completion: Upon completion of the
works and the completion of their implementation, and
before the call for the temporary take-over process, the
contractor shall clean the site and remove from it all excess
materials, waste and debris inside and outside the site and
migrate them outside the work site which the organization
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Borularin kazisi ve uzatilmasi: \ Excavations and extension of

determine, and leave the site and works clean and in an
appropriate condition that satisfies the organization by
cleaning and repairing all works that were covered as a
result of the implementation of the undertaking works, and
the cleaning costs are considered included in the
undertaking prices. In the event that the contractor is late in
carrying out these duties, the organization has the right to
implement it at his expense in the manner it deems
appropriate, regardless of the costs.

7.

the pipes:

10.

11.

12.

13.

14.

The excavations shall be in trench form, the width according
to the diameter of the pipe which will be placed within the
trench / 40 cm diameter 6-inch, depth of manhole according
to the slopes of the land and guidance of the supervisor.
The 6-inch PVC pipes shall have a thickness of weight 2.5 kg,
shall be equipped with a gasket to connect the pipes
properly and prevent leakage during a hole of 80 x 40 cm
The contractor shall supply and install all the supports and
other temporary constructions necessary to ensure the
security of the work and the adjacent constructions outside
the permanent workplace in a satisfactory manner to the
responsible supervisor.

The contractor shall not start excavation works in any
section of the works except after supplying the pipes, fittings
and accessories necessary for this section in all of it.

All outputs that are not required to use or that are not
suitable for filling are removed and transferred to approve
landfills.

When exceeding the depth of the excavation indicated in
the drawings, and the supervisor did not approve it in
writing, the contractor must bear the cost of bypassing the
excavation, either by returning the backfill or by casting the
leveling concrete for the level in any type according to the
instructions of the supervisor.

When exceeding the specified width of the trenches, the
contractor will bear the cost of increasing the strength of the
pipes or providing any additional protection to the pipes if
the responsible supervisor requests such measures due to
the expansion of the excavation more than specified.

The excavation of the drainage lines should be in the form of
a trench twice the width of the pipe, the depth of the
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15.

16.

17.

B — Beton dokiimii: \ Casting concrete:

18.
19.

20.

21.

22.

23.
24.

25.

excavation in accordance with the inclinations of the land
and the directions of the responsible supervisor.

The trench is cleaned of waste and foreign matter before
extending the sewage pipe.

All amount mentioned in amount table for sand and gravel
are after pressing, that the pressing must be 15% of total
volume.

A layer of hard white gravel with a good gradient free of
dust, soft materials and foreign materials shall be laid over
the previous backfill of the drilling products in the required
quantity and shall be settled by the machine, and the
mentioned quantity in the BOQ is after the settlement.

Spray the wooden mold with water before starting to cast.
Base and the roofs of the blocks are armed according to the
attached drawings, dimensions and sizes mentioned therein.
The walls of septic tank walls shall be made by a metal or
wooden mold by placing the wooden template from one
side and placing an insulation According to the attached
drawing

The metal or wood mold shall be well supported by the
internal and external sides so as not to collapse during the
casting. If any error is caused by poor mold execution or
reinforcement, the formwork shall be reformed, reinforced
and casted at the expense of the contractor.

Inform the supervisor at implementation of formwork and
installation the mold to ensure the correct installation, and
make sure that the thickness of the wall one at the height of
the wall from the bottom to up and then give permission to
start casting.

The concrete is watered with water for 4 consecutive days.
For the concrete ceilings of the residential units, It is
polished using a fan, in addition to being filled with cement
mortar according to reality and the directives of the
supervising authority (the quantities of cement intended for
filling are not calculated within the caliber of cement
concrete).

Concerning the concrete ceilings and floors of the class
room, they must be polished using a fan, in addition to
grouting them with sufficient cement mortar so as to

achieve excellent polishing and without leaving voids or
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1

2

26.

27.

28.

bubbles, according to reality and the directives of the
supervisory team (the quantities of cement allocated for
grout are not calculated within the ratio of cement
concrete).

The polishing must be done before the concrete castings dry
and at the time specified by the supervisory team. In case of
delay, the cost of casting new concrete must be borne by
the contractor, and he bears all the additional costs to
obtain polishing layer that meets the required conditions
and according to what satisfies the supervisory team.
Dipped Concrete: Concrete immersed with or without mold
is executed according to the foundation condition of the
external wall and internal walls according to the attached
drawings up to the required level and in any other place
required by the administration in the project, provided that
the percentage of concrete is not less than 65% and the
stone is 35% and cement ratio 250 kg / m® and the same
materials used in reinforced concrete, with the use of hard
limestone, and the maximum size of the stone is 25 cm.
Clean drinking water must be used in the mountain process,
and the contractor must achieve the flatness of the mold in
both the horizontal and vertical directions, and the distance
between the two ends of the mold, which is the same as the
thickness of the wall. The mold is well reinforced on both
sides, and the casting is done on layers by the method of
pouring the concrete first, then the stone is immersed in it
so that the stones do not stack on each other. The concrete
is watered for three days a week after pouring twice a day,
morning and evening. The quantities are measured in cubic
meters, and the price includes gravel, sand, cement, stone,
water and wages, template labor and everything needed to
get the job done well.

Casting works for ceilings, bases, and dipped concrete are
done by means of a central mortar.

Dokiim malzemeleri: \ Casting materials:

29
30

31
32

- Cement:

. Cement must be of ordinary Portland type —
. It is prohibited the use of cement bags that are watered and

petrified.
- Gravel:

. It should be from river type good quality.
. It should be good gradient free of impurities and dust
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3. Water:

33. Drinking water free from alkalinity, impurities and organic

4 - Reinforcement iron:

34. Reinforcement iron should be installed and clean and free of

Duvarlar, ayiricilar ve zeminler: \ Walls, separators and

matter should be used in the formation of concrete mixture.

rust, oil and paint.

floors:

35.

36. The cement mortar of the block should be with excellent

37.

38.

39.

Catilar, kapilar ve pencereler: \ Roofs, doors and

The cement block with dimensions of 40 * 20 * 20 cm and 40
*20*15cm.

cement mortar, so that the output of every 40 blocks is 50
kilos of cement, and the cement block is watered twice for 7
consecutive days.

The caliber of cement mortar between cement blocks should
be 350 kg/m3 and the thickness should be 3 cm on all sides
of the cement block.

The ceramics shall be installed with all the works necessary
for installation, including cement mortar, mortar, and
calculating the quantities per square meter.

It must be of excellent ceramic quality and the approval of
the Supervisory Authority must be obtained for a sample
provided by the floor ceramic supplier.

windows:

40.

41.

42.

Iron sheet is used for the metal joinery with a thickness of
0.7 mm, with a profile section of 2.5 * 2.5 cm, with the
manufacture of an internal lock (mazk) and the installation
of three hinges (bolts) with a diameter of 10 mm for each
door, with an angle section detection of dimensions 3 * 3 3
mm thick, and provide the door opening with corners of 10
c¢m and the number of 6 to fix the door with the walls and
the floor, and paint the doors with a layer of primer paint
(zircon) and two layers of metallic paint according to the
directions of the supervision body.

Window protection nets should be provided with soft and
rough protection nets

15. The weight of a single door should not exceed 40 kg and
that of a single window should not exceed 15 kg.
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43.

44.

45.

46.

47.

48.

49.

There should be an engineer resident by the contractor and
must be in the project site throughout the project.
Demolition and transportation work must be carried out
with high professionalism, as supports are installed to
support the metal roof before any work begins. The
contractor is responsible for any damage to the metal roof.
The cracks in the cement block supported with a reinforced
metal mesh whose opening dimensions are 4.5*4.5 cm2
with a diameter of 3.25 mm, It is implemented in stages. The
metal mesh is installed on both sides so that the iron bars
are planted vertically on the wall, 5 times per 1 m2.

Before backfilling the floor, the floor must be broken up and
its products moved to another location.

Regarding the pouring of caravan floors, the quantities
allocated for cement plaster are not calculated, as they are
polished with a fan according to reality and the directives of
the supervising authority.

Providing and installing side walk stone edging (curb stone)
multi-colors for roads sides. the stone should be made from
river materials (silt) mainly, the surface wear layer should be
made of fine aggregate. with thickness of 13-15 cm a height
20 cm and length of 50 cm, no crack for breakers in edge the
density is not less than 2250 kg/m3.

Providing and interlock with thickness of 8 cm and
dimensions of 20 *16.5 cm ,(the average width of title must
be 11.5 cm ,the average weight is 4kg,the density is not less
than 2250 kg/m3,the pressure resistance is not less than 250
kg/cm2 ,the title should be made from river materials (silt)
mainly, the surface wear layer should be composed of fine
aggregates, and be suitable without any cracks or breaks in
the edges ,with small protrusions on all sides to ensure
sufficient voids to be filled by sand between the piece of
titles. The quantity division into 2 colors, the Sand interlock
is provided. It is necessary to fill the interlocking gaps, as the
sand is fine and free of fine gravel.
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